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DESCRIPTION 

MIDA FOIL is a laminated sheet designed to give a liquid metal 
effect to smooth and textured lime based finishes. 
 
MIDA FOIL is made of polypropylene and available in 5 options: 

▪ GOLD 
▪ SILVER 
▪ BRONZE 
▪ COPPER 
▪ GUN METAL GREY 

  

 
APPLICATION 

MIDA FOIL is ready to use.  

Apply one coat of MIDA ADHESIVE homogeneously to the 
surface with a sponge roller or short hair roller, wait for 15-20 
minutes and then stick the foil onto the treated surface, 
pressing gently with the help of a fabric cloth or a soft sponge. 
Let it set for 15-20 minutes before tearing off the foil from the 
surface, then apply one or two coats of MIDA SEALER.  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

STORAGE 

MIDA FOIL maintains its properties in storage for 24 months if 
protected from excessive heat and cold. Storage temperature 
must be between +5°C and +30°C. 
 
 

DISPOSAL 

The material has to be disposed in agreement with local 
regulation.   
 
 

MIDA FOIL TECHNICAL TABLE  

Aspect foil roller 

Color gold, silver, bronze, copper, gun 
metal grey 

Packaging 15cm x 61m 

Application tools fabric cloth or soft sponge 

Theorethical yeld approx.  9m2/roll (90ft2/roll) 

Touch dry 6 hours at 20°C temperature 

Dry to handle 48 hours at 20°C temperature 
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