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DESCRIPTION 

MIDA SEALER is a water based self-linking acrylic varnish to 
protect MIDA FOIL application. 
 
With its high transparency, excellent resistance and a blocking 
effect, MIDA SEALER protects the treated surface, forming a 
transparent and strong film. 

 
APPLICATION 

MIDA SEALER is ready to use.  
 
Right after peeling MIDA FOIL from the surface, apply one coat 
of MIDA SEALER by roller. 
 

 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

STORAGE 

MIDA SEALER maintains its properties in storage for 12 months 
if protected from excessive heat and cold. Storage temperature 
must be between +5°C and +30°C. 
KEEP FROM FREEZING. 

SAFETY GUIDELINES 

Avoid contact with skin and eyes. If contact occurs, rinse 
thoroughly with water. For further information, consult the 
MSDS. 

DISPOSAL 

The material has to be disposed in agreement with local 
regulation.  Empty plastic containers are recyclable or to be 
sent to recycling plants. 
 
 

MIDA SEALER TECHNICAL TABLE  

Aspect liquid 

Color transparent  

Packaging 1l  

Application tools roller 

Theorethical yeld approx. 18m2/l (180ft2/l) 

Touch dry 6 hours at 20°C temperature 

Dry to handle 48 hours at 20°C temperature 

PH after 30 days 8 

VOC <1g/l wall paint and subcategory L   

                 max value UE2010: 30g/l 

HS CODE 3209.10.0000 
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