MATERIAL TECHNICAL DATA SHEET

MICA

D020 MICA ADDITIVE FOR LIME BASED FINISHES

DESCRIPTION

MICA is a synthetic mica (fluorphlogopite) additive for lime-
based finishes.

MICA has an outstanding resistance to lime environment
thanks to the high chemical stability. MICA is available in 4

options:
= GOLD
= SILVER
= BRONZE

MICA can be used on any lime-based plaster to give a glittering
effect.

APPLICATION
MICA is ready to use.

Pour one 0.2kg of MICA into the selected lime plaster, mix
carefully with a mechanically mixer for about 2 minutes, and
follow the cycle of the lime-based finish.

The information provided is based on our experience and technical and scientific
knowledge; nonetheless, we may not be held liable for the results obtained using these
products, as application conditions are beyond our control. It is recommended to always
make sure that the product is suited to each specific use.

ﬂECOR

Mcde in Italy

STORAGE

MICA maintains its properties in storage for 12 months if
protected from excessive heat and cold. Storage temperature
must be between +5°C and +30°C.

KEEP FROM FREEZING.

DISPOSAL

The material has to be disposed in agreement with local
regulation.

MICA TECHNICAL TABLE

Aspect mica

Color gold, silver, bronze

Packaging 0.2kg/0.44lb

Dosing 0.2kg/0.41b for 20kg/441b plaster
HS CODE 3209.10.0000
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